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Staining

Linistat Linear Stainer
Streamline your laboratory’s workflow during frozen sectioning with the Linistat 
linear stainer, a compact and efficient staining device that is ideally suited to H&E 
frozen sections.

• Designed to fit on top of most cryostats

• Fourteen staining stations (twenty seconds each)

• Running water and a thirteen-slide capacity collection tank

• Staining time is under five minutes

• For situations that require hand staining, technicians may dip through the 
stations, eliminating the need to set up separate staining dishes

• Color-coded slide clips correspond to the colored slides and colored frozen 
section embedding media, Cryochrome™

Physical Specifications

Dimensions (D x W x H):                                
7.5 x 25 x 7.5 in.                                        
(19 x 64 x 19 cm)

Clearance height: 10.25 in.

Weight: 16.3 lbs (7.3 kg)

Power requirements:
115 Vac, 60 Hz, 1.0A
230 Vac, 50 Hz, 0.5A

Includes:                               
Single station staining dishes, 
double station staining dishes,  
slide clips and rinse water 
tubing kit.†

† Contents, packaging and quantities 
of inclusions are subject to change 
without prior notice.

Description Order Number

Linistat; 110 - 120 V; 60 Hz B1000200

Linistat; 220 - 240 V; 50 Hz B1000201

Accessories Order Number

Double station staining dishes (5 / pk.) 6754004

Single station staining dishes (10 / pk.) 6754003

Slide clips, pink (25 / pk.) 6754005

Slide clips, blue (25 / pk.) 6754006

Slide clips, yellow (25 / pk.) 6754007

Slide clips, green (25 / pk.) 6754008

Anti-evaporation lid (single station) 231644

Anti-evaporation lid (double station) 231645

Anti-evaporation lid (triple station) 231646

Stainless steel holding tank A79830072

Stainless steel evaporation; 18 in. (46 cm) A79830022
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